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Continued  fluctuations  in  the  price  of  gold  and  other  metals  has  prompted 
intense  interest  in  the  use  of  alternative  alloys  devoid  of  precious  constitu¬ 
ents.  Over  the  past  decade  numerous  basc-mctal  alloys  designed  for  use  in 
the  ccramo-metal  tcchniciue  have  been  marketed.  Results  of  studies  designed 
to  assess  the  composition,  microstructural  features,  mechanical  properties, 

biological  features  and  manipulative  characteristics  of  a  broad  spectrum 
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of  base-metal  alloys  have  appeared  throughout  the  dental  literature, 
from  the  available  data,  it  would  appear  that  these  alloys  possess  mechani¬ 
cal  characteristics  suitable  for  their  use  in  fi.xcd  prosthodont  ics ;  however, 
the  inability  to  fabricate  consistently  well  fitting  fi.xcd  prostheses  from 
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basc-mctal  al  loss'  limit  the  routine  use  of  these  materials. 

ilerctoforc,  investigations  for  the  determination  of  the  casting  accuracy 
of  basc-mctal  alloys  have  employed  investing  materials  designed  for  use  witli 
the  expensive  higii  fusing  golds.'’  Recently,  however,  investment  materials 
and  tcchnic|ues  marketed  specifically  for  the  casting  of  basc-mctal  allos’s 
have  become  commercially  available. 

This  report  is  based  ui’on  observations  of  the  apjsarent  fit  of  cast  base- 
metal  copings  fabricated  with  the  use  of  these  current  state-of-the-art 
procedures  and  materials. 

MATfiRIAbS  A.NI)  MbTHODS 

A  die  was  machined  from  brass  to  receive  a  full  coverage  casting  (Tig.  1). 

A  beveled  cervical  margin  and  tapered  (-10°)  axial  walls  were  developed 
during  the  macliining  process.  An  indentation  was  placed  on  the  top  surface 
of  the  die  to  aid  in  casting  orientation,  final  polishing  of  tlic  brass  die 
was  accomplished  with  an  aqueous  slurry  of  flour  of  pumice  and  a  wet  rag  wheel. 

Three  molds  of  the  completed  die  were  fabricated  from  an  industrial  grade 
silicone.^  llltim.itcly  each  of  these  molds  was  used  to  produce  twenty-five 
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stone  ropliens  of  the  brass  die.  A  copini;  of  the  desired  contour  was  waxed 

on  the  brass  die  and  a  mold  of  this  copinij-ilie  assemliiy  was  made  from  the 

aforementioned  silicone  material.  Ourini;  tl\c  study,  wax  patterns  of  consistent 

size  and  shaju'  were  constructed  in  tlic  following  manner.  Tiic  mold  of  the 

§ 

brass  die  and  coping  was  filled  with  molten  inlay  wax.  Then  a  stone  die 
was  inserteti  into  the  mold  and  stabilized  until  the  wax  solidified.  After 
withdrawal  from  the  mold,  the  margin  of  tlic  pattern  was  refined  with  a 
cai-ving  instrument,  i'lie  integrity  of  the  wax-stone  die  phase  boundary  was 
confirmed  with  the  aiil  of  a  steroscopic  microscope  at  X  magnification. 

A  jireformed  wax  sprue  with  reservoir  was  attaclietl  to  the  ]>oint  on  the  circum¬ 
ferential  junction  of  The  "occlusal"  (top)  and  axial  walls  of  the  pattern  at 
an  angle  of  forty-five  degrees  to  the  long  axis  of  the  coping,  hach  sprued 

r 

wax  pattern  was  luted  to  a  sprue  former  and  surface  tension  reducing  agent 
was  apiilied  to  tlie  internal  and  exteiaial  surfaces  of  the  coj>ing.  lixcess 
agent  was  removed  witli  the  use  of  a  dry  artist's  brush. 

Tlie  study  was  designed  to  assess  the  influence  of  three  investment  matcri- 
als  ’  on  tlie  fit  of  cofiings  cast  fi'om  five  base-metal  alloys.^ 


'■■Silky  Rock,  Vdiiii-Mix  for]'..  Louisville,  KY ,  11)217. 
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riic  completed  wax  patterns  were  invested  as  prescribed  b}-  the  manufacturers 
of  the  respective  investment  materials.  Compensatory  setting  expansion  of 
tlie  freshly  poured  investments  was  achieved  either  by  allowing  the  molds 
to  bench-cure  (Xeoloy  Ili-lleat  Crown  and  bridge  Investment)  or  to  cure 
while  immersed  in  100°i'  water  (Ceramigold  2  and  lli-Tcmp  Casting  Investment). 
Twenty-five  molds  were  made  from  each  investment  material.  Burnout  of  the 
cured  molds  was  accomplished  in  accordance  with  the  respective  alloy  manu¬ 
facturers'  inst met i ons .  A  like  number  of  molds  were  cast  in  each  alloy. 

An  additional  five  wax  patterns  were  invested  in  each  material  and  cast 
in  a  gold-palladium  alloy^^  to  monitor  investing  and  casting  technique. 

All  of  the  allovs  were  melted  and  cast  witli  the  aid  of  an  automatic  induc¬ 
tion  casting  machine.  The  cast  molds  were  allowed  to  cool  to  room  tem¬ 
perature  prior  to  divestment.  Then  the  castings  were  retrieved  from  the 
mollis  and  sarulb  las  ted  to  remove  residual  investiDent  and  oxide  films, 
following  debridement,  the  castings  were  placed  on  their  respect ivc  stone 
dies  and  cxaminctl  for  marginal  integrit}’  and  fit  with  the  aid  of  a  stereo- 
microscope  at  a  X  magnification.  The  alloy  from  which  a  particular  coping 
was  fabricated  was  unknown  to  the  examiner,  fastings  were  suhiectivcly 
Judgeil  as  adetpiate,  oversite  or  undersice. 

RhSlIl.TS 

The  app.irent  .-iccuracy  of  the  castings  is  shown  in  Tig.  2.  As  a  group, 
the  base-metal  castings  failed  to  fit  their  respective  dies.  The  dis¬ 
tribution  of  scores  for  the  group  was  as  follows:  adequate,  S  percent; 
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oversize,  23  percent  and  undersize,  69  percent.  Base-metal  copings  fabri¬ 
cated  from  Neoloy  investment  molds  were  consistently  undersize  as  were  80 
percent  of  those  cast  in  the  gold-palladium  alloy,  0]>TTipia.  On  the  other 
hand,  100  percent  of  the  Olympia  castings  from  lli-Temp  and  80  percent  of 
those  from  Ceramigold  2  molds  were  judged  as  adequate.  Twenty  percent  of 
the  Olympia  castings  fabricated  from  Ceramigold  2  molds  were  oversize. 

Ceramalloy  II,  Biocast  and  Unibond  cast  into  Hi-Tcmp  investment  molds 
were  the  only  alloys  from  which  adequate  copings  were  produced.  IVith 
Ceramigold  2  investment  castings  of  Biobond  and  Ceramalloy  II  were  pre¬ 
dominantly  oversize;  whereas,  castings  of  IJnibond,  Biocast  and  Meobond  II 
were  undersize. 

DISCUSSION 

I'revious  studies  have  suggested  the  sensitivity  of  base-metal  alloy  to 
conventional  laboratory  procedures.  ’  The  present  data  also  may  be  in¬ 
dicative  of  alloy  "technique  sensitivity";  however,  the  perponderance  of 
oversize  and  undersize  castings  is  attributable  mainly  to  alloy-investment 
interaction.  The  discrepancy  in  the  number  of  oversize  to  undersize  castings 
produced  from  the  three  investment  materials  would  appear  to  support  this 
p  rem i s  e . 

Althougii  the  investment  materials  employed  in  this  study  are  marketed 
for  use  with  base-metal  alloys,  it  would  appear  that  alteration  of  manu¬ 
facturers'  recommended  investing  techniques  is  required  to  enhance  the 
fit  of  base-metal  castings.  From  the  available  data,  the  greatest 
potential  for  improvement  of  fit  of  base  metal  casting  alloys  lies  in  the 
modification  of  recommended  tcchnit|ucs  for  lli-Temp  and  Ceramigold  2  in¬ 
vestment  materials.  .Studies  designed  to  assess  the  effects  of  manuplative 
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variables  on  the  compensatory  expansion  of  investment  materials  and  the 
subseipient  fit  of  imse-metal  castings  arc  in  progress. 

SUMMARY 

The  effect  of  investment  material  on  the  casting  accuracy  of  five  base- 
metal  alloys  was  evaluated.  Overall,  the  fit  of  the  test  castings  was  poor. 
Individual  al loy- investment  interaction  apiieared  significant.  Although 
marketed  for  use  with  base-metal  alloys,  it  would  appear  that  alteration 
of  the  investment  manufacturers '  recommended  techniques  arc  required  to 
enhance  the  fit  of  base-metal  restorations. 
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I'igurc  1.  Machined  brass  die. 

Figure  2.  Apparent  casting  accuracy. 

C,  Unibond;  D,  Biocast;  E, 


A,  Riobond;  B,  Ceramalloy 
Neobond  II  and  F,  Olympia. 
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